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Introduction 
Applicability 
These guidelines apply to all new multifamily and cottage developments in the City.  This 
includes any building containing three or more dwelling units and mixed-use buildings featuring 
commercial and at least one dwelling unit.  For mixed-use buildings featuring ground floor 
commercial uses, the development must comply with applicable site planning, pedestrian access, 
building design, and streetscape guidelines for applicable CBD or Commercial Design 
Guidelines (depending on location), as determined by the Director.  Residential portions of the 
site and building will need to comply with open space and building design guidelines of the 
Multifamily Design Guidelines.  While multi-family complexes may adopt a wide variety of 
neighborhood types, at their perimeter they should harmonize with the surrounding 
neighborhood type through both site planning and architectural techniques.  

Relationship to Sumner Municipal Code (SMC) 
These guidelines shall serve as a supplement to the standards of SMC.  Where there is a conflict 
between the guidelines herein and the standards in SMC, these guidelines shall apply. 
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3.1 Duplexes 
Applicability 
These guidelines apply to all duplexes in any applicable zone within the City.   

Duplexes are also subject to Chapter 3.4 of the Multifamily Design Guidelines (Pedestrian 
Access and Amenities) and Chapter 4.4 of the Single-Family Design Guidelines (Building 
Design) unless otherwise noted.  Where there is a conflict between these guidelines and 
guidelines in other chapters, these Duplex Guidelines shall apply. 

Intent 
�  To ensure that duplexes are pedestrian friendly and contribute to the character the 

surrounding neighborhood. 

Guidelines 
3.1.1 SMC zoning standards for duplexes.  Duplexes are subject to the provisions of SMC 

Title 18.  Figure 3-1 below illustrates key dimensional standards for duplexes. 

3.1.2 Covered entry.  Duplexes shall provide separate covered entries for each dwelling unit 
with a minimum dimension of 4 feet by 6 feet.  Exceptions may be granted by the 
Director for the use of regional housing styles that do not traditionally contain such 
entries. 

3.1.3 Windows on the street.  All duplexes must provide transparent windows and/or doors on 
at least 15 percent of the facade (this includes any upper levels, if applicable). 

3.1.4 Garage design standards for duplexes. 

a) Garages fronting the street shall be setback a minimum of 20 feet. 

b) The garage face or side wall shall occupy no more than 50 percent of the ground-level 
facade facing the street. 

c) Where the garage faces the side yard, but is visible from the street, the garage shall 
incorporate a window on the streetfront facade so that it appears to be a habitable 
portion of the house.  The window size and design must be compatible with the 
windows on habitable portions of the house. 

3.1.5 Corner duplexes.  Duplexes located on corner lots shall be designed with pedestrian 
entries located on opposite street frontages so that the structure appears to be a single-
family dwelling.  Where no alley is available for vehicular access, separate driveways for 
each unit may be placed on opposite streets. 
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3.1.6 Through lots. Duplexes located on through lots shall be designed with pedestrian entries 
located on opposite street frontages so that the structure appears to be a single-family 
dwelling. 

 
Figure 3-1.  Design requirements for duplexes with front loaded access. 

 
Figure 3-2. Duplex examples with alley access. 
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3.2 Cottage Housing 
Applicability 
These guidelines apply to all cottage developments in any applicable zone within the City.   

Cottages are subject to Chapter 3.5 of the Multifamily Design Guidelines (Pedestrian Access and 
Amenities) and Chapter 4.4 of the Single-Family Design Guidelines (Building Design) unless 
otherwise noted.  Where there is a conflict between these guidelines and guidelines in other 
chapters, these Cottage Housing guidelines shall apply. 

Intent 
�  To provide a housing type that responds to changing household sizes and ages (e.g., retirees, 

small families, single person households). 

�  To encourage creation of more usable open space for residents of the development through 
flexibility in density and lot standards. 

�  To ensure that the overall size, including bulk and mass of cottage structures and cottage 
housing developments, remain smaller and incur less visual impact than standard sized 
single-family dwellings, particularly given the allowed intensity of cottage dwellings. 

�  To provide centrally located and functional common open space that fosters a sense of 
community and a sense of openness in cottage housing developments. 

�  To provide private area around the individual dwellings to enable diversity in landscape 
design and foster a sense of ownership. 

�  To ensure minimal visual impact from vehicular use and storage areas for residents of the 
cottage housing development as well as adjacent properties, and to maintain a single-family 
character along public streets. 

Guidelines 
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3.2.1 Dimensional standards for cottage housing.  See Table 3-1. 

Table 3-1.  Dimensional Standards for Cottage Housi ng 

Standard Requirement 

Average Gross Floor Area  900 square feet per dwelling (approximate) 

Maximum Gross Floor Area 1100 square feet per dwelling 

Minimum Gross Floor Area 700 square feet per dwelling 

Maximum Gross Floor Area/Ground 
or Main Floor  

800 square feet per dwelling 

Minimum Common Space 400 square feet per dwelling (See paragraph (a) below) 

Minimum Private Open Space 200 square feet per dwelling (See paragraph (b) below) 

Maximum Height  18 feet 

Setbacks (to exterior property lines) Same as other residential uses in the zoneFront Yard: 5 

Interior Side Yard:  5 

Street Side Yard: 5 

Rear Yard: 5 

Minimum Distance Separating 
Structures 
(Including accessory structures) 

10 7.5 feet 

Minimum roof slope of all structures 5:12 

Minimum Parking Spaces 1.75 spaces per dwelling  

Clustering Groups Developments shall contain a minimum of 4 and a maximum 
of 12 dwellings located in a cluster group to encourage a 
sense of community among the residents.  A development site 
may contain more than one group. 

 

3.2.2 Cottage open space design standards: 

a) Common open space requirements for cottage developments: 
 i) Shall abut at least 50 percent of the cottages in a cottage housing development. 

 ii) Shall have cottages abutting on at least two sides of the common open space. 

 iii) Cottages shall be oriented around and have an entry facing the common open space. 

 iv) Cottages shall be within 60 feet walking distance of the common open space. 

 v) Shall be at least 20 feet in width. 

 vi) Shall be designed and maintained as an amenity for residents of the development. 

b) Required private open space for cottage dwelling units shall be adjacent to each 
dwelling unit and for the exclusive use of the cottage resident(s).  The private space 
shall be: 
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 i) Usable (not on a steep slope). 

 ii) Oriented toward the common open space as much as possible. 

 iii) Minimum depth of 10 feet as measured from the cottage. 

Alternative open space configurations may be permitted by the Director provided they 
provide a hierarchy of usable semi-private and public open spaces that meet the intent of 
the guidelines. 

3.2.3 Porches and covered entry standards for cottages: 

a) Cottage facades facing the common open space or common pathway shall feature a 
roofed porch at least eighty square feet in size with a minimum dimension of eight 
feet on any side, unless the cottage fronts on the street then the front porch should 
face the street.  Porch railings are required.   

b) Cottages located adjacent to a public street shall also provide a covered entry feature 
facing the street per 4.4.2. 

3.2.4 Cottage parking standards: 

a) Located on the same property as the cottage development. 

b) Screened from public streets and adjacent residential uses by landscaping or 
architectural screening. 

c) Located in clusters of not more than five adjoining spaces (except where parking 
areas are adjacent to an alley). 

d) Prohibited in front and interior yard setback areas. 

e) A pitched roof design is required for all detached parking structures. 

f) Garages may be attached to individual cottages provided all other design standards 
have been met and the footprint of the ground floor, including the garage, does not 
exceed 1,000 square feet.  Such garages shall be located away from common open 
spaces to the extent possible. 
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Figure 3-3. Cottage housing development example.  Note the configuration of units surrounding a 

common open space, with vehicular access and garages off the side. 

 
Figure 3-4. Cottages surrounding common open space.   
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Figure 3-5. An example of a cottage development on a narrow lot. 
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3.3 Townhouse Guidelines 
Applicability 
These guidelines apply to buildings containing two or more ground-related dwelling units that 
are attached horizontally and contain individual building entries to the outside.  Each unit is 
separated from any other unit by one or more vertical common fire-resistant walls.  Townhouses 
are often also called “Row Houses.”  

Townhouses are subject to other Multifamily Design Guidelines in Chapters 3.5 through 3.9 
unless otherwise noted.  Where there is a conflict between these guidelines and other 
Multifamily Design Guidelines in this chapter, these Townhouse Guidelines shall apply. 

Intent 
�  To ensure that townhouse developments enhance the character of the street. 

�  To provide adequate private and common open space for townhouse developments. 

�  To reduce the impact of garages and driveways on the pedestrian environment. 

�  To reduce the apparent bulk and scale of townhouse buildings. 

�  To promote architectural variety that adds visual interest to the neighborhood. 

 
Figure 3-6.  Desirable townhouse example.  Units front on the street.  Garages are off the alley. 
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Guidelines  
3.3.1 Dimensional standards for townhouses.  See Table 3-2 below. 

Table 3-2:  Dimensional Standards for Townhouses. 

Standard Requirement  (Rationale/Discussion) 

Maximum Floor Area Ratio  SEE STANDARDS FOR PARTICULAR ZONING 
DISTRICT 

Maximum Lot Coverage None.  

Maximum  Impervious Area   

 

See Public Work Standards. SEE STANDARDS FOR 
PARTICULAR ZONING DISTRICT 

Maximum number of units in one building 6 unless otherwise noted in particular zoning district. 

Minimum Private Open Space   

 

200SF attached and accessible from each unit.  This 
may include landscaped front and/or rear yards, 
porches, patios, and balconies.  Driveways and 
minimum required landscape buffers may not be 
included in the calculations.  Up to 50% of the 
required private open space can be provided as 
additional common open space (beyond minimum 
requirements specified below). 

Minimum Common Open Space   

(See Guidelines 3.2.2 and 3.2.3 for detailed 
common open space requirements and 
guidelines) 

100 square feet/dwelling unit for developments with 
more than 10 dwelling units.  

Maximum Height  SEE STANDARDS FOR PARTICULAR ZONING 
DISTRICT 

Minimum Setback from a Public Street 10 feet for building 

5 feet for porch/stoop 

SEE STANDARDS FOR PARTICULAR ZONING 
DISTRICT AND DESIGN GUIDELINES 

Side Yard  (setback to exterior property line 
for development)  

0 feet for connected structures 

5 feet for end units 

10 feet for street side yards 

SEE STANDARDS FOR PARTICULAR ZONING 
DISTRICT AND DESIGN GUIDELINES 

Rear Yard (setback to exterior property line 
for development)  

10 feet 

SEE STANDARDS FOR PARTICULAR ZONING 
DISTRICT AND DESIGN GUIDELINES 

3.3.2 Design standards unique to Townhouses: 

a) Townhouses may depart from lot size and width standards set forth in SMC 
18.14.070 provided they do not exceed applicable density standards. 
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b) Townhouses fronting on a street must all have individual ground-related entries 
accessible from the street.  Configurations where enclosed rear yards back up to a 
street are prohibited.  The Director may allow exceptions to these rules depending on 
the nature of the site and where design treatments have been included to enhance the 
character of the street.  Such departure must meet the intent of the guidelines and 
goals and objectives of the Comprehensive Plan in terms of desired character of the 
area and pedestrian access. 

c) Emphasize pedestrian entries: New developments must give greater emphasize to 
individual pedestrian entrances rather than private garages to the extent possible by 
using both of the following measures:  
 i) Enhance entries with a trellis, small porch, or other architectural features that provides 

cover for a person entering the unit and a transitional space between outside and inside 
the dwelling. 

 ii) Provide a planted area in front of each pedestrian entry of at least 20 square feet in 
area, with no dimension less than 4 feet.  Provide a combination of shrubs or 
groundcover and a street tree (refer to city arborist or street tree list if available). 

d) Garage configuration: For any townhouse configuration where the primary pedestrian 
access is off of the same facade as vehicular access, developments shall incorporate 
single-width parking configurations for at least 50 percent of the units.  This will 
minimize the impact of garage doors on the pedestrian environment.  The Director 
may grant departures to this provision provided design treatments effectively 
minimize the impacts of garage doors on the pedestrian environment. 

 
Figure 3-7.  Good and bad examples of garage/entry configurations.  The left example features a 

landscaped area and a trellis to highlight the entry.  In the middle image, the balconies and landscaped 
areas deemphasize the garage.  In the right image, the lack of landscaping is a glaring omission. 

d) Landscaped alleys: For development configurations where the townhouse units have 
their primary pedestrian entry off of a street or a common open space and garages are 
served off of an alley, the alleys shall include one of the following landscaping 
elements: 
 i) Provide a planted area between each individual garage at least 20 square feet in area, 

with no dimension less than 4 feet.  Provide a combination of shrubs or groundcover 
and a street tree (refer to city arborist or street tree list if available). 
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 ii) Cluster planting area and trees adjacent to or along the alley area provided there is an 
average of one tree and at least 20 square feet of landscaped area per individual 
garage. 

 iii) Other landscaping treatments that meet the intent of the guidelines as approved by the 
Director and as recommended by the Design Commission. 

 
Figure 3-8. A well-landscaped alley 

e) Driveways on private internal streets.  Where townhouse units are served by private 
internal streets, developments are encouraged to limit the depth of driveways between 
the streets and the garage wall to deemphasize vehicular access.  Driveway depths of 
5-10 feet are appropriate to allow the maneuverability and provide space to include 
the required landscaping and entry elements for each unit.  The shallow width also 
prohibits residents from parking cars in their driveways.  By default, this encourages 
residents to keep their vehicles in their garage.  Additional surface parking spots 
should be scattered around the development to provide space for guests. 

f) Building articulation.  Townhouse buildings shall be articulated to emphasize 
individual units, per Guideline 3.7.1. 

g)  Repetition with Variety: Townhouse developments shall employ one or more of the 
following “repetition with variety” guidelines:  
 i) Reversing the elevation of two out of four dwellings for townhouses. 

 ii) Providing different building elevations for external townhouse units (versus internal 
units) by changing the roofline, articulation, windows, and/or building modulation 
patterns (see Figure 3-9). 

 iii) Adding a different dwelling design or different scale of the same design, where a one-
story version of the basic dwelling design where two stories are typical (or a two story 
design where three stories are typical). 

 iv) Other design treatments that add variety and provide special visual interest.  While the 
variable use of color on buildings can be effective in reducing the perceived scale of 
the building and adding visual interest, color changes alone are not sufficient to meet 
the intent of the guidelines. 
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Figure 3-9. Acceptable townhouse configuration employing the repetition with variety concept.  

 
Figure 3-10. An acceptable townhouse example for Sumner.  Note the varying façade treatments and 

colors, balconies, semi-private outdoor spaces, and street access. 

 
Figure 3-11.  Another acceptable townhouse building.  Note the landscaped front yards and individual 

walkways and entries.  The internal units each have distinct, but identical windows and roof forms.  The 
outside unit is differentiated through the use of building materials, window design, unit size, and facade 

detailing. 
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3.4 Apartment Guidelines 
Applicability 
These guidelines apply to buildings containing three or more dwelling units that are attached 
horizontally and/or vertically.  Each unit is separated from any other unit by one or more 
horizontal and/or vertical common fire-resistant walls. 

Apartments are subject to other Multifamily Design Guidelines in Chapters 3.5 through 3.9 
unless otherwise noted.  Where there is a conflict between these guidelines and other 
Multifamily Design Guidelines in this chapter, these Apartment Guidelines shall apply. 

Intent 
�  To ensure that apartment developments enhance the character of the streetscape. 

�  To provide adequate private and common open space for apartment developments. 

�  To reduce the automobile impacts on the pedestrian environment. 

�  To have the apparent bulk and scale of apartment buildings similar to existing structures in 
the neighborhood. 

�  To promote architectural diversity, variety and creativity that adds visual interest to the 
neighborhood through unique design and building type. 

 

  

Figure 3-12.  Desirable apartment examples.  Units front on the street.  Garages, carports, and head in 
parking are off the alley. 
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Guidelines  
3.3.1 Dimensional standards for apartments.  See Table 3-23 below. 

Table 3-23:  Dimensional Standards for Apartments.  

Standard  Requirement  (Rationale/Discussion)  

Private Open Space   

 

Private usable open space must be attached and 
accessible from the dwelling.  This may include 
porches, patios, and balconies.  Private open space 
may be counted toward up to 20 - 30% of the 
minimum common open space required.  

Minimum Pedestrian Oriented  Space   

(See Guidelines 3.2.2 and 3.2.3 for detailed 
common open space requirements and 
guidelines) 

70 square feet/dwelling unit for developments with 10 
– 100 dwelling units; 50 square feet/dwelling unit for 
developments with greater than 100 dwelling units. 
Common open space must contain at least one of the 
following: 

·  Visibility to each unit adjacent to the open space, 
fountain, furniture, art, gardens, and must 
promote gathering area for tenants. 

·  Driveways and minimum required landscape 
buffers may not be included in the 
calculations.  (add landscaping from other 
version)  

Maximum Height  50 feet 

Minimum Setback from a Public Street  0 feet 

Side Yard  (setback to exterior property line 
for development)  

25’ when adjacent to LDR and 15’ for all other zones 

Rear Yard (setback to exterior property line 
for development)  

25’ when adjacent to LDR and 15’ for all other zones 

Density  Limited by height, parking and open space 
requirements. 

3.3.2 Design standards unique to Apartments: 

a) Apartments may depart from lot size, width and density standards set forth in SMC 
18.14.070 provided they meet all open space and parking standards. 

b) Ground floor units and apartments fronting on a public or private street must have 
entries accessible from that street.  Internal or architecturally screened stairwells are 
highly encouraged.  Configurations where enclosed rear yards back up to a street are 
prohibited.  The Director may allow exceptions to these rules depending on the nature 
of the site and where design treatments have been included to enhance the character 
of the street.  Such departure must meet the intent of the guidelines and goals and 
objectives of the Comprehensive Plan in terms of desired character of the area and 
pedestrian access. 
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c) Emphasize pedestrian entries: Developments must give greater emphasize to 
pedestrian entrances rather than parking lots or garages to the extent possible by using 
both of the following measures:  
 i) Enhance entries with a variety of architectural features that provides cover for a person 

entering the unit and a transitional space between outside and inside the dwelling. 

 ii) Provide a planted area in front of each building entry of at least 20 square feet in area, 
with no dimension less than 4 feet.  Provide a combination of shrubs or groundcover 
and a street tree (refer to city arborist or street tree list if available). 

d) Carport configuration: For any apartment configuration where the primary pedestrian 
access is off of the same facade as vehicular access, developments shall incorporate 
parallel parking along the front elevation.  Parking configurations are allowed along 
the side and rear elevations.  This will minimize the impact of garage doors on the 
pedestrian environment.  The Director may grant departures to this provision 
provided design treatments effectively minimize the impacts of garage doors on the 
pedestrian environment. 

     

Figure 3-13.  Good and bad examples of garage/entry configurations.  The left example features a 
courtyard area and benches to highlight the entry.  In the middle image, the landscaped areas 

deemphasize the garage.  In the right image, the lack of landscaping is a glaring omission. 

d) Storage units: are allowed as accessory structures and shall be located to the side or 
rear of the buildings and shall be screened from adjacent properties. 

e) Landscaped alleys and side streets: For units where parking areas are served off of an 
alley or side street, the alleys or side street shall include one of the following 
landscaping elements: 
 i) Provide a planted area between each individual parking areas at least 20 square feet in 

area, with no dimension less than 4 feet.  Provide a combination of shrubs or 
groundcover and a street tree (refer to city arborist or street tree list if available). 

 ii) Cluster planting area and trees adjacent to or along the alley area provided there is an 
average of one tree and at least 20 square feet of landscaped area per individual 
garage. 

 iii) Other landscaping treatments that meet the intent of the guidelines as approved by the 
Director and as recommended by the Design Commission. 
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Figure 3-14. A well-landscaped alley 

f) Private internal streets.  Private internal streets are necessary access to parking areas 
and shall be posted as “No Parking” areas, except as designated. 

g) Building articulation.  Apartment buildings shall be articulated per Guideline 3.7.1. 

h)  Repetition with Variety: Apartment structures shall employ the following guidelines:  
 i) More than one elevation is required for multiple-structure developments, by changing 

the roofline, articulation, windows, and/or building modulation patterns (see Figure 3-
15). 

 ii) Other design treatments that add variety and provide special visual interest.  While the 
variable use of color on buildings can be effective in reducing the perceived scale of 
the building and adding visual interest, color changes alone are not sufficient to meet 
the intent of the guidelines. 

       

Figure 3-15. Acceptable apartment configuration employing the repetition with variety concept.  
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Figure 3-16. Other acceptable apartment examples for Sumner.  Note the varying façade treatments and 
colors, balconies, semi-private outdoor spaces, and street access. Also, note the landscaped front yards 

and individual walkways and entries.  The internal units each have distinct, but identical windows and roof 
forms.  The outside unit is differentiated through the use of building materials, window design, unit size, 

and facade detailing. 

 
 

3.5 Site Design and Parking 
Intent   
�  To create safe and vital streets by encouraging development to enhance the street 

environment. 

�  To create new development that contributes to natural surveillance and provides for the 
personal safety of residents. 

�  To ensure that new development reinforces the existing or desired spatial characteristics of 
the neighborhood. 

�  Add Commercial location of parking lots to the side and rear intent here. Encourage safe and 
pleasant environments for pedestrians moving between cars/transit and their commercial 
destinations. 

Guidelines 
3.5.1 Building location and orientation.  All residential buildings must be oriented towards 

streets, interior private roadways, or common open space and not parking lots or adjacent 
properties.  Specifically: 

a) Pedestrian building entrances shall face the street and be clearly visible from the 
street. 

b) Building entries that face onto a common open space which is oriented towards the 
street are acceptable. 
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c) Buildings shall also provide windows that face the street to provide “eyes on the 
street” for safety.  See Guideline 3.7.2(a) for specific requirements. 

           
Figure 3-172. These apartments front on an arterial; parking is provided in back off an alley or in garages 

with access off the alley. 

 

3.5.2 Front yard transitional space.  Multifamily buildings should incorporate a front yard 
transitional space between the adjacent street(s) and the building(s).  This may include a 
landscaped front yard and/or landscaped entry court.  This creates a semi-public space 
that divides the public space (the street) from private space (the building).  This space is 
an important security element, particularly when views are maintained between the street 
and building(s). 

       

Figure 3-18XX These multi-family buildings show landscaping in the front yard transitional 
space between the adjacent street and the building. 
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3.5.3  Surface parking location.  Parking lots shall be located to the side or rear of buildings.  
Parking lots may not be located adjacent to street corners. 

 

 
Figure 3-193. Good and bad multifamily development configuration examples. 
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3.5.4 Parking garage entries.  Parking garage entries (both individual private and shared 
parking garages) must not dominate the streetscape.  They should be designed and sited 
to complement the pedestrian entry.  This applies to both public garages and any 
individual private garages, whether they front on a street or private interior access road. 

 
Figure 3-2014. This parking garage is clearly visible, but doesn’t negatively impact the character of the 

building. 

3.5.5  Common parking garage design guidelines. Buildings containing above-grade 
structured parking shall screen such parking areas with landscaped berms, or incorporate 
contextual architectural elements, that complement adjacent buildings or buildings in the 
area, to the satisfaction of the Director.  Upper level parking garages must use 
articulation or fenestration treatments that break up the massing of the garage and/or add 
visual interest. 

 
Figure 3-2115. Bad and good examples of in-structure parking. 
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3.5.6 Privacy and relationship to adjacent sites.  Adequate solar access and privacy for 
multifamily dwelling units shall be provided along the side yard.  Specific standards and 
guidelines: 

a) Buildings or portions thereof containing dwelling units whose solar access is only 
from the side of the building (facing towards the side property line) shall be set back 
from the property line at least 15 feet. 

b) Transparent windows shall occupy no more than 10 percent of any facade within 
fifteen feet of the side property line. 

c) Balconies or rooftop decks within 15 horizontal feet of a side property line must 
utilize opaque guard rails to minimize privacy impacts to adjacent properties. 

d) Other designs may be considered by applicant if adequate solar access and privacy 
along the side yard as recommended by the Design Commission and approved by the 
Director. 
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Figure 3-2216. Side yard setback standards for multifamily buildings depend on their dwelling units’ solar 
orientation. 

3.5.7  Vehicular access and connectivity. 

a) On corner lots, the driveway(s) shall be located off of the side street (unless the side 
street is an arterial) and away from the street intersection to the extent possible. 

b) Sites abutting an alley shall be required to gain vehicular access from the alley. 

c) Where no alley access is available, the development shall be configured to minimize 
the number and width of driveways.  Shared driveways are encouraged and may be 
required depending on the nature of the adjacent street. 

d) The shared driveway or access shall be located to one side of the lot and away from 
the center of the site to the maximum extent feasible. 

e) The location and design of pedestrian access from the sidewalk shall be emphasized 
so as to be more prominent than the vehicular access.  Consider special landscaping, 
lighting, and architectural treatment to accomplish this. 

f) Development of large sites (more than 2 acres) may be required to provide 
connections to adjacent sites depending on the surrounding street network and nature 
of adjacent uses and zoning.  Large site development shall also build main access 
ways to public works standards for public streets. 

3.5.8  Service, loading, and garbage areas.  Developments shall provide a designated spot for 
service elements (refuse and disposal).  Such elements shall meet the following 
requirements:  

a) Service elements shall be sited off of the alley, where available.  Where there is no 
alley, service elements shall be located to minimize the negative visual, noise, odor, 
and physical impacts to the street environment, adjacent (on and off-site) residents or 
other uses, and pedestrian areas. 

b) Service elements shall be sited and designed to provide sufficient visibility to prevent 
hiding places for unwanted persons. 

c) The designated spot for service elements shall be paved. 

d) Appropriate enclosure of the service elements shall be required, as determined by the 
planning director.  Preferences and considerations: 
 i) Enclosures are particularly important for corner lots, where that portion of the alley is 

more visible from the adjacent street. 

 ii) Proximity to adjacent residential units will be a key factor in determining appropriate 
service element treatment. 

 iii) Preferably, service enclosures are integrated into the building itself. 

 iv) The design of any detached service enclosure should be compatible with the design of 
the primary structure or structures on the site.  This could include similar building 
materials and/or detailing. 

e) Exterior mechanical devices shall conform to SMC 18.16.080(A) concerning noise 
impacts. 
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Figure 3-2317. A well-designed service enclosure designed compatible with the multifamily buildings. 

3.5.9 Utility meters, electrical conduit, and other service utility apparatus shall be located 
and/or designed to minimize their visibility from the street.  If such elements are mounted 
in a location visible from the street, pedestrian pathway, common open space, or shared 
auto courtyards, they shall be screened with vegetation or by architectural features. 

 
Figure 3-2418. Exposed utility meters like this will not be allowed. 

 
Figure 3-2519. Landscaping helps to minimize the negative visual impacts of utility meters. 
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3.6 Pedestrian Access and Amenities 
Intent   
�  To orient developments to the pedestrian by making pedestrian access convenient, safe, and 

inviting. 

�  To encourage walking. 

�  To enhance the character of multifamily and cottage developments. 

�  To minimize impacts to residents’ privacy. 

�  To provide accessible, safe, convenient, and usable on-site open space for the enjoyment of 
residents of the development. 

�  To create open spaces which enhance the residential setting. 

Guidelines 
3.6.1 Internal Pedestrian Paths and Circulation.  An on-site pedestrian circulation system 

meeting the following standards shall be provided: 

a) Pathways between dwelling units and the street are required.  Such pathways between 
the street and buildings fronting on the street shall be in a straight line.  Exceptions 
may be allowed by the Director where steep slopes prevent a direct connection or 
where an indirect route would enhance the design and/or use of a common open 
space. 

 
Figure 3-260. Direct pathways between the street and dwelling units are required. 

b) The pedestrian circulation system shall connect all main entrances on the site.  For 
townhouses or other residential units fronting on the street, the sidewalk may be used 
to meet this standard.  For multiple-family developments, pedestrian connections to 
other areas of the site, such as parking areas, recreational areas, trails, common 
outdoor areas, adjacent pedestrian ways, and any pedestrian amenities shall be 
required. 

c) Elevated external stairways or walkways/stairways may be allowed only when they 
enhance the integrity of the architecture.  We will not accept designs similar to figure 
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__ which provide pedestrian access to dwelling units located above the ground floor 
are prohibited.  The Director may allow exceptions for external stairways or 
walkways located in, or facing interior courtyard areas provided they do not 
compromise visual access from dwelling units into the courtyard. 

 
Figure 3-271. Elevated external walkways such as this are not allowed. 

d) Appropriate screening or buffering to create a physical separation between 
pedestrians and vehicle access areas and the windows of residential units shall be 
provided.  Acceptable treatments include: 
 i) Landscaped beds that separate the pathway from the building facade featuring 

windows; and/or   

 ii) Site windows to maximize privacy while allowing for surveillance from dwelling unit.  
For example, where ground floor units are raised three or more feet above the level of 
a walkway, pedestrians have limited views into dwelling units.Landscaping adjacent to 
windows shall not impede views from dwelling units. 

    

 [Do this] [don’t do this] 

Figure 3-282. A planting bed separates the path and driveway from a dwelling unit. 


�������

���	� Insert Good 
Example 
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Figure 3-293. A combination of grade change and landscaping add privacy to these dwelling units. 

e) Materials standards for pathways: 
 i) The pedestrian circulation system must be hard-surfaced and at least five feet wide.  

Segments of the private circulation system that provide access to no more than four 
residential units may be three feet wide. 

 ii) Except as allowed in subparagraph (iii), below, the pedestrian circulation system shall 
be clearly defined and designed so as to be separated from driveways and 
parking/loading areas through the use of raised curbs, elevation changes, bollards, 
landscaping, different paving materials, and/or other similar method.  Striping does not 
meet this requirement.  If a raised path is used it must be at least four inches high and 
the ends of the raised portions must be equipped with curb ramps.  Bollard spacing 
must be no further apart than five feet on center. 

 iii) The pedestrian circulation system may be within an auto travel lane if the auto travel 
lane provides access to sixteen or fewer parking spaces and the entire auto travel lane 
pedestrian circulation system is surfaced with paving blocks, bricks, or other special 
paving as approved by the Director and as recommended by the Design Commission.  
Trees and other landscaping elements shall be integrated into the design of a shared 
auto/pedestrian court. 
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Figure 3-3024. Shared auto/pedestrian access court example. 

f) Lighting.  The on-site pedestrian circulation system must be lighted illuminated to a 
level where pedestrians can identify faces from a reasonable distance. 

3.6.2 Require open space for multifamily developments. 

a) Developments other than townhouses, duplexes, and cottages shall provide open 
space (designed per Guideline 3.5.3 below) equivalent to 20 percent of the building’s 
livable floor area (excludes hallways and common areas).  Open space requirements 
may be consolidated with commercial development standards for Mixed-Use 
developments. Apartments must comply with open space requirements specified in 
Table 3-3, Guideline 3.3.1. 

b) Townhouses must comply with open space requirements specified in Table 3-2, 
Guideline 3.3.1. 

c)  Cottage housing must comply with open space requirements specified in Table 3-1, 
Guideline 3.2.1 

cd) Other open space proposals meeting the intent of the open space requirements may be 
considered by the Design Commission and approved by the Director. 

3.6.3 Open space types and standards: 

a) Common open space:  Where accessible to all residents, cCommon open space may 
count for up to 100 percent of the required open space for stacked flats.  This includes 
landscaped courtyards or decks, front porches, gardens with pathways, children’s 
play areas, or other multi-purpose recreational and/or green spaces.  Special 
requirements and recommendations for common open spaces include the following: 
 i) Required setback areas shall not count towards the open space requirement, except for 

spaces that meets the dimensional and design requirements and guidelines herein. 

 ii) Space under stairways, stair landings, above grade walkways, balconies and decks 
shall not count as common open space.   
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 iii) Space shall be large enough to provide functional leisure or recreational activity.  To 
meet this requirement, no dimension shall be less than fifteen feet in width (except for 
front porches).  Alternative configurations may be considered by the Director where 
the applicant can successfully demonstrate that the common open space meets the 
intent of the standards. 

ivii ) Spaces (particularly children’s play areas) shall be visible from dwelling units and 
positioned near pedestrian activity. 

 iv) Spaces shall feature paths, landscaping, seating, lighting and other pedestrian 
amenities to make the area more functional and enjoyable. 

 vi) Individual entries shall be provided onto common open space from adjacent ground 
floor residential units, where applicable.  Small, semi-private open spaces for adjacent 
ground floor units that maintain visual access to the common area are strongly 
encouraged to enliven the space. 

 vii) Separate cCommon space shall be separated from ground floor windows, streets, 
service areas and parking lots with landscaping, low-level fencing, and/or other 
treatments as approved by the Director that enhance safety and privacy (both for 
common open space and dwelling units). 

vii i) Space should be oriented to receive sunlight, facing east, west, or (preferably) south, 
when possible. 

ixviii ) Stairways, stair landings, above grade walkways, balconies and decks shall not 
encroach into the count as common open space.  An atrium roof covering may be built 
over a courtyard to provide weather protection provided it does not obstruct natural 
light inside the courtyard.  Front porches are an exception. An atrium roof covering 
may be built over a courtyard to provide weather protection provided it does not 
obstruct natural light inside the courtyard.   

 ix) Front porches qualify as common open space provided: 
�  No dimension is less than eight feet. 
�  “Cave” porches are not included in calculations for common open space.  “Cave” 

porches are porches that are entirely inset into the building.  Porches set into the 
corner of a building are an exception. 

x) Raingardens may count as common open space. 
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Figure 3-3125. Common open space examples. 

b) Balconies:  Covered private balconies, porches, decks, or patios may be used to meet 
up to 50 percent of the required open space for stacked flats.  To qualify as open 
space, such spaces shall be at least thirty five square feet, with no dimension less than 
four feet, to provide a space usable for human activity. 
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Figure 3-3226. Balconies provide usable open space for residents. 

cb) Indoor recreational areas:  Indoor recreational areas may count towards for up to 25 
percent of the required open space only in mixed-use buildings on lots less than one 
hundred feet in width.  The following conditions must be met: 
 i) Indoor spaces must be located in visible areas, such as near an entrance lobby and near 

high traffic corridors. 

 ii) Space must be designed to provide visibility from interior pedestrian corridors.  
Windows should generally occupy at least one-half of the perimeter of the space 
(towards internal corridors or outside) to make the space inviting and encourage use. 

 iii) Space must be designed specifically to serve interior recreational functions and not 
merely be leftover unrentable space used to meet the open space requirement.  Such 
space must include amenities and design elements such as swimming pools, sport 
courts, etc. that will encourage use by residents as determined by the Director and as 
recommended by the Design Commission. 
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3.7 Building Design 
Intent   
�  To reduce the apparent bulk and scale of large buildings. 

�  To enhance the pedestrian environment. 

�  To promote architectural variety that adds visual interest to the neighborhood. 

Guidelines 
3.7.1 Building articulation - multifamily residential buildings and residential portions of 

mixed-use buildings.  All residential buildings and residential portions of mixed-use 
buildings shall include at least three of the following modulation and/or articulation 
features at intervals of no more than 30 feet along all facades facing a street, common 
open space, and common parking areas, unless approved by the Design Commission:  

a) Repeating distinctive window patterns at intervals less than the required interval. 

b) Vertical building modulation.  To qualify for this measure modulation shall be 
significant and tied to a change in color or building material and/or roofline 
modulation as defined below (Figure 3-27).  Significant building modulation must 
have a distinct change in modulation, creativity as approved by the Design 
Commission like the reduction as seen in Figure 3-28. Otherwise, minimum depth of 
modulation is 10 feet and minimum width for each modulation is 15 feet.  Balconies 
may not be used to meet modulation option unless they are recessed or projected from 
the facade and integrated with the building’s architecture as determined by the 
Director.  For example, “cave” balconies or balconies that appear to be “tacked on” to 
the facade will not qualify for this option. 

c) Horizontal modulation (upper level step-backs).  To qualify for this measure, the 
horizontal modulation shall be significant as shown in figure 3-3428. 

d) Articulation of the building’s top, middle, and bottom.  This typically includes a 
distinctive ground floor or lower floor design, consistent articulation of middle 
floors, and a distinctive roofline. 
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Figure 3-3327. Articulate building facades at no more than 30-foot intervals. 

   

Figure 3-3428. This multifamily building uses a combination of horizontal and vertical modulation, roofline 
modulation, distinctive window patterns, and clear articulation of the building’s top, middle, and bottom to 

help reduce its perceived architectural scale and add visual interest. 

3.7.2 Maximum façades width.  Buildings visible from the street must use design techniques 
to break up long continuous building walls, reduce the architectural scale of the building, 
and add visual interest.   Buildings exceeding 120 feet in width along the street front shall 
be divided by a 30-foot wide modulation of the exterior wall, so that the maximum length 
of a particular facade is 120 feet.  Such modulation must be at least 20 feet or deeper and 
extend through all floors.  Decks and roof overhangs may encroach up to 3 feet (per side) 
into the modulation.  The Director and the Design Commission will consider other design 
methods that are effective at reducing the perceived width of the building.  Examples 
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could include a combination of vertical and/or horizontal building modulation with a 
change in building materials or finishes, a clear change in building articulation and/or 
fenestration technique. 

 
Figure 3-3529. Maximum façade width guidelines. 

3.7.3 Diversity of building types.  Multi-building developments shall be required to provide 
different architectural designs to provide interest and variety.  This is particularly 
important where multiple buildings front on the same street.  Simple changes in building 
colors or reversal of basic facade designs are not sufficient to comply with this standard.  
Consider changes in vertical and/or horizontal articulation, fenestration, building 
materials, architectural style, and/or roof design provided they meet the meet Guideline 
3.6.1 above and other applicable standards. 
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Figure 3-360. Multi-building developments like this need greater facade variation to avoid looking like 
drab housing projects.  At minimum, a greater variety of contrasting colors would help here. 

3.7.4 Roofline standards. 

a) Single purpose residential buildings must provide a pitched roof with minimum 5:12 
roof pitch.  Alternative roof designs will be considered provided design elements are 
included to help the building and its roofline fit into the site’s context.   

b) Mixed-use buildings in the NC district are encouraged to incorporate a pitched roof 
with a minimum 5:12 roof pitch. 

c) All buildings shall incorporate roofline modulation.  The maximum length of any 
continuous roofline shall be 30 feet for single purpose residential buildings and 60 
feet for mixed-use buildings.  Specifically: 
 i. For flat roofs or facades with a horizontal eave, fascia, or parapet, the minimum 

vertical dimension of roofline modulation is the greater of two feet or 0.1 multiplied 
by the wall height (finish grade to top of wall). 

 ii. Other roof forms consistent with the design standards herein may satisfy this standard 
if the individual segments of the roof with no change in slope or discontinuity are less 
than 40 feet in width (measured horizontally). 

 
Figure 3-371. Pitched roof forms with a minimum slope of 5:12 are preferred. 
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3.7.5 Raised ground floor. 

a) Developments are encouraged to raise the ground floor of residential buildings at 
least 36 inches above the sidewalk or common parking area to enhance residents’  
privacy.  This is particularly important when dwelling units are within 15 feet of a 
sidewalk or common parking area or for buildings in established neighborhoods that 
have an established pattern with raised dwelling units. 

b) Where ground floor residential uses are permitted in mixed-use or commercial 
buildings, developments are encouraged to incorporate a 13-foot tall ground floor to 
allow future conversion to commercial uses where desirable.  Such projects can 
utilize a false floor 36 inches above the ground for residential uses to increase 
residents’  privacy. 

 
Figure 3-32. For sites where future ground floor commercial use is desirable, but not yet viable, consider 

building configurations with a taller ground floor that can facilitate the future conversion to commercial 
when the market is ready.  
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3.8 Building Details and Materials 
Intent   
�  To encourage the incorporation of design details into building facades that are attractive at a 

pedestrian scale. 

�  To promote the use of durable materials which are appropriate for residential use and which 
reduce long term maintenance costs and depreciation. 

Guidelines 
3.8.1 Details toolbox: All multifamily buildings shall be enhanced with appropriate details.  

Each of the types of details listed below are worth one point unless otherwise noted.  
Multifamily buildings must achieve the equivalent of two points worth of architectural 
details from each section on their facades from the following elements: 

Section 1 

a) Decorative porch design with distinct design and use of materials. 

b) Decorative treatment of windows and doors, such as decorative molding/ framing 
details around all ground floor windows and doors, bay windows, decorative glazing, 
or door designs, and/or unique window designs. 

c) Landscaped trellises or other decorative element that incorporates landscaping near 
the building entry or entries. 

d) Decorative light fixtures with a diffuse visible light source, such as a globe or “acorn” 
that is non-glaring or a decorative shade or mounting for each building entry on the 
facade. 

e) Brick or stonework covering more than 10 percent of the facade. These finishes 
cannot end on an outside corner (2 points). 

f) Decorative building materials that add visual interest, including  
 i) Individualized patterns or continuous wood details. 

 ii) Decorative moldings, brackets, wave trim or lattice work. 

 iii) Decorative brick or stonework (may be in addition to the brick or stonework credits 
noted above if they are arranged in a decorative manner that add visual interest to the 
façade). 

 iv) Other materials with decorative or textural qualities as approved by the Director and as 
recommended by the Design Commission.  The applicant must submit architectural 
drawings and material samples for approval. 

Section 2 

a) Decorative roofline design, including multiple gables and/or dormers or other design 
that adds distinct visual interest. 

b) Decorative railings, grill work, or terraced landscape beds integrated along the façade of the 
building. 
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c) Other details that meet the intent of the guidelines as approved by the Director and as 
recommended by the Design Commission. 

d) Decorative balcony design, such as distinctive railings.  

d)  Decorative light fixtures with a diffuse visible light source, such as a globe or “acorn” 
that is non-glaring or a decorative shade or mounting for each building entry on the 
facade. 

c) Landscaped trellises or other decorative element that incorporates landscaping near 
the building entry or entries. 

 
Figure 3-393. This building uses brick for more than 10% of the façade, a decorative mix of materials and 

colors, decorative entries, and decorative windows to add visual interest.  

3.8.2 Window design. 

a) Transparent windows or doors facing the street must be transparentare required.  To 
meet this requirement, At least 35-45 percent of the front façade must be transparent.  
aAt least 10 - 15 percent of the side facade must be transparent. 

b) Building facades shall employ techniques to recess or project individual windows 
above the ground floor at least two inches from the facade or incorporate window 
trim at least four inches in width that features color that contrasts with the base 
building color.  Exceptions will be considered by the Director where buildings 
employ other distinctive window or facade treatment that adds visual interest to the 
building. 
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Figure 3-4034. Acceptable and unacceptable window treatments because they show attention to detail 
and extenuate the style of the structure. 

3.8.3 Preferred building materials.  Building exteriors shall be constructed from high quality, 
durable materials.  Preferred exterior building materials that reflect the City’s desired 
traditional main street character are as follows: 

a) Brick or other stone masonry. 

b) Narrow hHorizontal wood or composite siding (generally with a reveal of 5 inches or 
less); wider siding will be considered where there is a historic precedent. 

c) Locally sourced or produced. 

cd) Other materials subject to approval by the Director and as recommended by the 
Design Commission. 

3.8.4 Prohibited materials.  The following materials are prohibited in visible locations unless 
an exception is granted by the Director based on the integration of the material into the 
overall design of the structure. 

a) Vinyl or plywood siding (including T-111 or similar plywood). 

b) Highly tinted or mirrored glass (except stained glass) as more than 10 percent of the 
building facade. 

c) Corrugated fiberglass. 

d) Chain link fencing (except for temporary purposes such as a construction site or as a 
gate for a refuse enclosure). 

e) Crushed colored rock/crushed tumbled glass. 

f) Non-corrugated and highly reflective sheet metal. 

3.8.5 Special material standards:   

a) Concrete block.  When used for the façade of any building, concrete blocks shall be 
masonry washed, split, rock- or ground-faced.  To add visual interest, the use of 
specialized textures and/or colors used effectively with other building materials and 
details are encouraged.  Plain concrete block or plain concrete may be used as 
foundation material if the foundation material is not revealed more than 3 feet above 
the finished grade level adjacent to the foundation wall.   

OK OK NOT OK OK 
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b) Other materials subject to approval by the Director and as recommended by the 
Design Commission. 

b) Metal siding.  If metal siding is used, it shall have visible corner moldings, and trim 
and incorporate masonry or other similar durable/permanent material near the ground 
level (first two feet above ground level). 

c) Exterior Insulation and Finish System (EIFS) and similar troweled finishes (stucco) 
shall be trimmed in wood, masonry, or other approved materials and shall be 
sheltered from extreme weather by roof overhangs or other methods. 

d) Composite boards manufactured from wood or other products, such as hardboard or 
plankboard, may be used when the board product is less than 6 inches wide. 

  

 

Figure 3-4135. Illustration where CMU is used as a design element rather than a bland façade 
treatment.Where EIFS is used, it shall be trimmed with approved materials. 

NOT OK OK OK 
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3.9 Landscaping and Screening 
Intent   
�  To reinforce and enhance the character of Sumner’s multifamily residential areas. 

�  To screen unwanted views. 

�  To improve the livability of multifamily residential areas. 

�  To both soften the mass of multi-unit complexes and to provide usable common space for 
residences with resilient plantings.   

Guidelines 
3.9.1 Landscaping.  Developments are subject to SMC Chapter 18.41 requirements.   

a) Green roofs may be used to meet up to 50 percent of required landscaped area.  Such 
roofs shall have a substrate depth of at least 4 inches designed to accommodate a 
variety of hardy, drought-resistant plant species. 

b) Permeable pavements may count for up to approximately 30 percent of the required 
landscaped areas based on the level of permeability and long term maintenance 
capabilities as determined by the Director and as recommended by the Design 
Commission. 

 
Figure 3-4236. Green roof example. 

3.9.2 Side and rear yard buffer requirements.  Refer to SMC for buffer to other zone or use.  
For MF to MF - developments shall incorporate one or more of the following design 
options: 

a) Provide Landscaping Type A at least 10 feet deep along side and/or rear property lines 
where a strong visual buffer to adjacent uses is desired.  A screen fence up to 6 feet 
tall may be used in conjunction with the landscaping. 

b) Provide Landscaping Type B or C at least 10 feet deep along side and rear property 
lines where a visual separation of uses is desired.  The width of the planting strip may 
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be reduced to 5 feet if used in conjunction with a screen fence approximately 6 feet 
tall.  

c) Other treatments that meet the intent of the guidelines as approved by the Director 
and as recommended by the Design Commission.  Factors that must be considered in 
determining the appropriate treatment include views, applicable uses, connectivity, 
and desired level of privacy.  Some options include: 
 i) Shared pathway along or adjacent to the property line with landscaping.  This is a 

desirable configuration that can enhance pedestrian circulation and provides an 
efficient use of space.  This treatment requires a recorded agreement with applicable 
adjacent property owner(s). 

 ii) Tall privacy fence or hedge (up to 6 feet tall).   

 iii) Low screen fence or hedge (up to 3 feet tall).  This may be a more attractive option 
where a taller fence might provide negative visual impacts. 

 
Figure 3-4337. Side and rear yard design treatment options. 

3.9.3 Foundation Building perimeter planting.  All street-facing elevations must have 
landscaping along any exposed foundation.  The landscaped area may be along the outer 
edge of a porch instead of the foundation.  This landscaping requirement does not apply 
to portions of the building facade that provide access for pedestrians or vehicles to the 
building.  The foundation landscaping must meet the following standards: 

a) Columnar trees and shrubs adjacent to building walls can provide visual relief without 
obscuring natural light and views for individual units. 

ba) The landscaped area must be at minimum of least 3 feet wide. 

cb) There must be at least one 3-gallon shrub for every 3 lineal feet of foundation. 

dc) Groundcover plants must fully cover the remainder of the landscaped area. 
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Figure 3-4438. Exposed foundations like this should be landscaped with shrubs and other plantings for 

screening. 

 

 

 

 

 

 


